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Apuri pH RX swimmingpool watertreatment 
 

  
Features        

 Electrostatic grounding 

 Overdosing protection 

 Lower consumption of chemicals 

 Highly accurate adjustment 

 Separate flow unit with fine filter 

 Measurement with readout on display 

 Silent en reliable Siemens peristaltic pump for precise injection of the chemicals 

 Maintenance friendly, don’t need to bleed air 

Applications 
 

 Indoor swimming pools 

 Outdoor swimming pools 
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Technical specifications 

 
Control 

 Visual display 

 Red lamp: alarm 

 

Alarms 
Visual on display 

 pH value alarm 

 ORP value alarm 

 pH dosing time alarm 

 ORP dosing time alarm 

 Probe calibration 

 

Environmental data 
 Ambient operating conditions: 5°C – 40°C 

 Pool water flow min: 1,5l/min 

 

Reagents recommended 
 Sodiumhypochlorite 13,5% 

 Sulfuric acid 10% 

 

Mechanical data 
 Protection class: IP65 

 Dimensions (H x W x D): 500mm x 500mm x 250mm 

 Total weight: ~18kg 

 

Options 
 Reagent containers 

 

Utilities 
 Power: 220-240VAC/50Hz 

 Hose connections for sample pool water 
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